
Safety Tripod ST 1700  spare parts
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Karl Meister GmbH
Fire Brigade
Equipment

after-sales service:
Markwiesenstrasse 30

72770 Reutlingen

Germany

phone +49 (0)7121/566012

fax +49 (0)7121/566013

www.karl-meister.de

info@karl-meister.de

customer dvisory + sale:
Hummelbergweg 58

71229 Leonberg-Silberberg

Germany

phone +49 (0)7152/998160

fax +49 (0)7152/998161 

or +49 (0)7152/58361 

leonberg@karl-meister.de
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IMAGE OrdEr nO dEsIGnAtIOn

1  117Et01  trIPOd sUsPEnsIOn  
  for the ST 1700 telescopic-leg tripod, 
  complete with a 30-mm Ø centring pivot, 
  DIN 14640 and 3 M8x50 locking pins (image 2)

2  117Et02  M8x50 LOCKInG PIn  
  to fit the tripod suspension of the ST 1700 tripod

3  117Et03  22 Ø MM x 1.5 MM trIPOd LEG  
  external leg tube for the ST 1700 tripod

4  117Et04  AdJUstInG rInG
  to fit 22-mm Ø ST 1700 tripod tube 
  complete with M8x20 butterfly screw (image 5) 
  and 2 M8x50  threaded pins (image 6)
 
5  117Et05  M8x20 BUttErFLY sCrEW

6  117Et06  M6x8 tHrEAdEd PIn  
  for adjusting ring of ST 1700 tripod

7  117Et07  18 Ø MM x 1.5 MM trIPOd LEG  
  internal leg tube for the ST 1700 tripod, 
  complete with retaining and stop ring (image 7B + 7A)

7A  117Et07A  stOP rInG  
  for internal 18-mm Ø leg tube for the ST 1700 tripod

7B  117Et07B  rEtAInInG rInG  
  for internal 18-mm Ø leg tube for the ST 1700 tripod

8  117Et08  FOOt tIP  
  for the ST 1700 tripod leg

9  117Et09  stOrAGE BELt  
  for the ST 1700 tripod legs


